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Product Data Sheet - Intustrap 
Application   

Firetherm Intustrap is a high pressure graphite manipulated Intumescent expansion device designed to 

close of combustible elements whilst maintaining compartmentation. Firetherm Intustrap is also a          

component product incorporated within many Firetherm Products. 

Description  

Firetherm Intustrap  is a ruberoid strip with high flexibility and is most commonly used around combustible 

pipe Insulation up to 50mm thick or combustible pipes.  

Firetherm Intustrap may also be used around Conduits, Cables (if required), within sandwich panels to 

enhance fire performance and to close ventilated air spaces. 

Specifications 

Available Sizes 

30mm x 4mm x 25m Rolls 

60mm x 4mm x25m Rolls  

60 x 4 x 1m Strips,  

4mm x 500mm x 95m rolls  500mm ,2mm x 500mm x 95m rolls 

Installation Basic requirements 

All Insulation types : 2 layers 60 x 4 mm as per requirement.  

Fire Testing  

Tested to AS1530.4-2005 / BS-EN 1366 PT 4. 

Third Party Accredited by Exova Warrington. 

Typical Benefits  

Unaffected by Moisture  

Fully Tested for up to 240 minutes integrity and insulation (dependant on specific application).  

Available  in easy to handle rolls.   

Seal with duct tape. 

Typical Configuration Types. 

Combustible pipes, Insulations types, Rockfibre, Glass fibre , Phenolic, Nitrile Rubbers.  

Tested In Floors and Walls including Lightweight Partitions   

May also be used within Firetherm Intubatt  Please consult literature or technical department. 

 

Firetherm recommend that all fire stopping products should be installed by a third party 

accredited fire stopping contractor. Full application details and methodology              

instructions should be requested before installation of this product commences .   


