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Subject Water Storage Tanks - Seismic Design 
Notice: Aon Sprinkler Certification Technical Notes provide guidance notes which may be used in certification of 
sprinkler installations by Aon New Zealand. If sprinkler installations are being certified by any other Sprinkler System 
Certifier, these Technical Notes may not apply. 

   
 
Following a review of a number of fire sprinkler system water storage tank failures in the 
Christchurch Region, Aon Sprinkler Certification provides the following advice on the 
installation of water storage tanks. 
 
Aon visited a number of sites on 9 September. Both timber tanks and lined bolted steel tanks 
had been displaced by the earthquake (by up to 4m) which caused liner failure and in some 
cases, collapse. 
  
A separate review of these failures is being carried out by a number of parties, including an 
engineer contracted by the Fire Protection Association to write a report on this earthquake. 
 
Aon reinforces the need for all tanks to comply with the seismic provisions of the current 
edition of the Sprinkler Standard (NZS4541:2007) and the New Zealand Building Code. 

 
NZS4541 states that all components of the sprinkler system shall be designed and installed 
so as to remain operational at the earthquake loadings specified in NZS 1170.5 having regard 
to the seismic design of the building elements which support, or are connected to, the system. 
 
AS/NZS1170.0 sets importance levels for various buildings, based on the consequences of 
failure. This standard then sets the allowable annual probability for exceeding the ultimate 
limit state for an earthquake based on the building’s design working life. Therefore, the tank 
supplier’s engineer needs to be provided with the building’s importance level and design life 
before they can correctly select the design intensity of the earthquake for the specific tank 
design. Reference should be made to AS/NZS 1170.0:2002 Table 3.2

1
 to establish 

importance levels for various building types. 
 
Aon is aware that some parties may consider that the tank is a separate structure to the 
building itself, and needs only to comply with the requirements for the performance level of a 
tank itself. This is incorrect, as under section 8 of the Building Act 2004, the building includes 
systems such as fire protection systems. 
 
It must be noted that the owner, in consultation with their insurers and/or risk advisors may 
require a higher level of design than the minimum standard called up in AS/NZS1170. This is 
especially pertinent given that indications following the Christchurch earthquake are that the 
cost differences between Level 2 tanks (1 in 500 year event based on a 50 year design life) 
and Level 4 tanks (1 in 2500 year event based on a 50 year design life) may be negligible.  

                                                 
1
  Standards New Zealand has authorised the use of the extract from AS/NZS 1170.0:2002 Table 3.2 appended to 

this document 
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For any work that Aon is involved with as a Sprinkler System Certifier, Aon will expect a 
statement from a Chartered Professional Engineer stating that this the seismic design 
provisions of NZS4541, AS/NZS1170.5 and the New Zealand Building Code have been met 
for all aspects of the tank installation, including the tank and site specific foundation design. 
This design statement should take cognisance of all features of the tank, including suction 
infill pipe and test return connections. This statement needs to be effectively a Producer 
Statement for Construction Review. 
 
This may require coordination with the main contractor at an early stage of the project, 
especially if the tank or its foundations are not included within the fire contract.  
 

 
 
Chris Mak 
Sprinkler Certification Manager 
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